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Food

3 Side Seal and CSPP

HIGH SPEED
SERVO MECHANISM
ACCURATE

POWDER PACKAGING 
SOLUTION FOR SMES

VFFS
WING 200

Other Applications:
Milk Powder, Nutraceuticals, 
Co�ee Powder, Premixes, 
Instant Mixes, Agro 
Chemicals, Pesticides

Atta Besan

Spice Powder Maida

Filling Systems

An ISO 9001:2015 and ISO 22000:2005 Certified Company
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NICHROME INDIA LTD.
Head O�ce : Safire Park Galleria, 4, Pune-Mumbai Road, Shivajinagar, Pune – 05, India.
Customer Care : +91 - 8600 97 8600 | www.nichrome.com 

Optional Accessories

• Print mark scanner
• Date batch coder
• Inert gas flushing
• On line check weigher & metal detector
• Pouch take up conveyor
• Product feed conveyor
• Pin prick assembly
• Platform for filler
• Side gusset mechanism

Compatible Fillers
Servo Auger Filler, MHW, Combifiller, EWF, Cup Filler

      

Technical Specifications

• Compact & versatile design
• Pneumatically operated horizontal & vertical sealing system
• Servo motor driven belt draw-off for paper pulling
• Built in safety door guards with machine interlock
• Use of AC geared motor with VFD for paper unwind
• Optimized paper path
• Aesthetically improved machine ensuring safety
• Modular construction and small footprint
• Less operational cost due to reduced space, manpower 
   and energy consumption
• Single or perforated pouches in a chain can be produced

Pack Style:  CSPP, CSGP
Pack Size CSPP/CSGP**:  35 mm (W) X 50 mm (H) minimum
 200 mm (W) X 310 mm (H) maximum
 **CSGP - Above 100 pw 
Packing Material:  PET Poly/MET PET Poly
Film Thickness:   60 micron min. - 100 micron max.
Max. Roll Size:  420 mm width X 400 mm dia.
Max. Roll Weight:  40 kg
Packing Speed:  100 packs/min (Dry run)
Air Consumption:  16.5 CFM
Overall Machine Dim.:  1070 mm (W) X 1750 mm (D) X 1390 mm (H)
Pack Volume Range:  5 cc - 1950 cc
Weight of the Machine: 750 kg (approx.)
Electrical Connected Load:  4 kW
Electrical Consumption:  3 kW
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Applications
Spices, Atta, Milk Powder, Maida, Besan, Nutraceuticals, 
Coffee Powder, Premixes, Instant Mixes, 
Agro Chemicals, Pesticides

Center Seal 
Pillow Pouch

Pouch Formats

Gusset 
Pouch


